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PILOT/CONTROLLER
GLOSSARY

PURPOSE

a. This Glossary was compiled to promote a common understanding of the terms used in the Air Traffic
Control system. It includes those terms which are intended for pilot/controller communications. Those terms
most frequently used in pilot/controller communications are printed in bold italics. The definitions are primarily
defined in an operational sense applicable to both users and operators of the National Airspace System. Use of
the Glossary will preclude any misunderstandings concerning the system’s design, function, and purpose.

b. Because of the international nature of flying, terms used in the Lexicon, published by the International
Civil Aviation Organization (ICAO), are included when they differ from FAA definitions. These terms are
followed by “[ICAO].” For the reader’s convenience, there are also cross references to related terms in other parts
of the Glossary and to other documents, such as the Code of Federal Regulations (CFR) and the Aeronautical
Information Manual (AIM).

c. This Glossary will be revised, as necessary, to maintain a common understanding of the system.

EXPLANATION OF CHANGES

d. Terms Added:
APPROACH HOLD AREA
ATTENTION ALL USERS PAGE (AAUP)
RUNWAY ENTRANCE LIGHTS (REL)
RUNWAY STATUS LIGHTS (RWSL)
SIMULTANEOUS CLOSE PARALLEL APPROACHES
SIMULTANEOUS (CONVERGING) DEPENDENT APPROACHES
SIMULTANEOUS (CONVERGING) INDEPENDENT APPROACHES
SIMULTANEOUS (PARALLEL) DEPENDENT APPROACHES
TAKE−OFF HOLD LIGHTS (THL)

e. Terms Deleted:
AZIMUTH (MLS)
PARALLEL MLS APPROACHES (See PARALLEL ILS APPROACHES)
SIMULTANEOUS MLS APPROACHES (See SIMLUTANEOUS ILS APPROACHES)

f. Terms Modified:
AERONAUTICAL CHART
AREA NAVIGATION (RNAV) GLOBAL POSITIONING SYSTEM (GPS) PRECISION 
  RUNWAY MONITOR (PRM) APPROACH
AUTOLAND APPROACH
BREAKOUT
CLOSE PARALLEL RUNWAYS
COUPLED APPROACH
DECISION ALTITUDE/DECISION HEIGHT [ICAO Annex 6]
DECISION HEIGHT
FINAL APPROACH FIX
FINAL MONITOR AID (FMA)
FINAL MONITOR CONTROLLER
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GENERAL AVIATION
GLIDESLOPE INTERCEPT ALTITUDE
ILS PRM APPROACH
LOCALIZER OFFSET
LOCALIZER TYPE DIRECTIONAL AID
LOCALIZER TYPE DIRECTIONAL AID (LDA) PRECISION RUNWAY MONITOR (PRM)
  APPROACH
MLS CATEGORIES
NO TRANSGRESSION ZONE (NTZ)
NONRADAR
PRECISION APPROACH PROCEDURE
PRECISION RUNWAY MONITOR (PRM) SYSTEM
PRM
RADAR SERVICE
SIMULTANEOUS OFFSET INSTRUMENT APPROACH (SOIA)
THRESHOLD CROSSING HEIGHT

g. Editorial/format changes were made where necessary. Revision bars were not used due to the insignificant
nature of the changes.
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APD−
(See AUTOMATED PROBLEM DETECTION.)

APDIA−
(See AUTOMATED PROBLEM DETECTION
INHIBITED AREA.)

APPROACH CLEARANCE− Authorization by
ATC for a pilot to conduct an instrument approach.
The type of instrument approach for which a
clearance and other pertinent information is provided
in the approach clearance when required.

(See CLEARED APPROACH.)
(See INSTRUMENT APPROACH
PROCEDURE.)

(Refer to AIM.)
(Refer to 14 CFR Part 91.)

APPROACH CONTROL FACILITY− A terminal
ATC facility that provides approach control service in
a terminal area.

(See APPROACH CONTROL SERVICE.)
(See RADAR APPROACH CONTROL
FACILITY.)

APPROACH CONTROL SERVICE− Air traffic
control service provided by an approach control
facility for arriving and departing VFR/IFR aircraft
and, on occasion, en route aircraft. At some airports
not served by an approach control facility, the
ARTCC provides limited approach control service.

(See ICAO term APPROACH CONTROL
SERVICE.)

(Refer to AIM.)

APPROACH CONTROL SERVICE [ICAO]− Air
traffic control service for arriving or departing
controlled flights.

APPROACH GATE− An imaginary point used
within ATC as a basis for vectoring aircraft to the
final approach course. The gate will be established
along the final approach course 1 mile from the final
approach fix on the side away from the airport and
will be no closer than 5 miles from the landing
threshold.

APPROACH HOLD AREA− The locations on
taxiways in the approach or departure areas of a
runway designated to protect landing or departing
aircraft. These locations are identified by signs and
markings.

APPROACH LIGHT SYSTEM−
(See AIRPORT LIGHTING.)

APPROACH SEQUENCE− The order in which
aircraft are positioned while on approach or awaiting
approach clearance.

(See LANDING SEQUENCE.)
(See ICAO term APPROACH SEQUENCE.)

APPROACH SEQUENCE [ICAO]− The order in
which two or more aircraft are cleared to approach to
land at the aerodrome.

APPROACH SPEED− The recommended speed
contained in aircraft manuals used by pilots when
making an approach to landing. This speed will vary
for different segments of an approach as well as for
aircraft weight and configuration.

APPROPRIATE ATS AUTHORITY [ICAO]− The
relevant authority designated by the State responsible
for providing air traffic services in the airspace
concerned. In the United States, the “appropriate ATS
authority” is the Program Director for Air Traffic
Planning and Procedures, ATP-1.

APPROPRIATE AUTHORITY−

a. Regarding flight over the high seas: the relevant
authority is the State of Registry.

b. Regarding flight over other than the high seas:
the relevant authority is the State having sovereignty
over the territory being overflown.

APPROPRIATE OBSTACLE CLEARANCE
MINIMUM ALTITUDE− Any of the following:

(See MINIMUM EN ROUTE IFR ALTITUDE.)
(See MINIMUM IFR ALTITUDE.)
(See MINIMUM OBSTRUCTION CLEARANCE
ALTITUDE.)

(See MINIMUM VECTORING ALTITUDE.)

APPROPRIATE TERRAIN CLEARANCE
MINIMUM ALTITUDE− Any of the following:

(See MINIMUM EN ROUTE IFR ALTITUDE.)
(See MINIMUM IFR ALTITUDE.)
(See MINIMUM OBSTRUCTION CLEARANCE
ALTITUDE.)

(See MINIMUM VECTORING ALTITUDE.)

APRON− A defined area on an airport or heliport
intended to accommodate aircraft for purposes of
loading or unloading passengers or cargo, refueling,
parking, or maintenance. With regard to seaplanes, a
ramp is used for access to the apron from the water.

(See ICAO term APRON.)

APRON [ICAO]− A defined area, on a land
aerodrome, intended to accommodate aircraft for
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purposes of loading or unloading passengers, mail or
cargo, refueling, parking or maintenance.

ARC− The track over the ground of an aircraft flying
at a constant distance from a navigational aid by
reference to distance measuring equipment (DME).

AREA CONTROL CENTER [ICAO]− An air traffic
control facility primarily responsible for ATC
services being provided IFR aircraft during the en
route phase of flight. The U.S. equivalent facility is
an air route traffic control center (ARTCC).

AREA NAVIGATION (RNAV)− A method of
navigation which permits aircraft operation on any
desired flight path within the coverage of ground− or
space−based navigation aids or within the limits of
the capability of self-contained aids, or a combination
of these.

Note: Area navigation includes performance−
based navigation as well as other operations that
do not meet the definition of performance−based
navigation.

AREA NAVIGATION (RNAV) APPROACH
CONFIGURATION:

a. STANDARD T− An RNAV approach whose
design allows direct flight to any one of three initial
approach fixes (IAF) and eliminates the need for
procedure turns. The standard design is to align the
procedure on the extended centerline with the missed
approach point (MAP) at the runway threshold, the
final approach fix (FAF), and the initial approach/
intermediate fix (IAF/IF). The other two IAFs will be
established perpendicular to the IF.

b. MODIFIED T− An RNAV approach design for
single or multiple runways where terrain or
operational constraints do not allow for the standard
T. The “T” may be modified by increasing or
decreasing the angle from the corner IAF(s) to the IF
or by eliminating one or both corner IAFs.

c. STANDARD I− An RNAV approach design for
a single runway with both corner IAFs eliminated.
Course reversal or radar vectoring may be required at
busy terminals with multiple runways.

d. TERMINAL ARRIVAL AREA (TAA)− The
TAA is controlled airspace established in conjunction
with the Standard or Modified T and I RNAV
approach configurations. In the standard TAA, there
are three areas: straight-in, left base, and right base.
The arc boundaries of the three areas of the TAA are
published portions of the approach and allow aircraft

to transition from the en route structure direct to the
nearest IAF. TAAs will also eliminate or reduce
feeder routes, departure extensions, and procedure
turns or course reversal.

1. STRAIGHT-IN AREA− A 30NM arc
centered on the IF bounded by a straight line
extending through the IF perpendicular to the
intermediate course.

2. LEFT BASE AREA− A 30NM arc centered
on the right corner IAF. The area shares a boundary
with the straight-in area except that it extends out for
30NM from the IAF and is bounded on the other side
by a line extending from the IF through the FAF to the
arc.

3. RIGHT BASE AREA− A 30NM arc centered
on the left corner IAF. The area shares a boundary
with the straight-in area except that it extends out for
30NM from the IAF and is bounded on the other side
by a line extending from the IF through the FAF to the
arc.

AREA NAVIGATION (RNAV) GLOBAL
POSITIONING SYSTEM (GPS) PRECISION
RUNWAY MONITORING (PRM) APPROACH – A
GPS approach, which requires vertical guidance,
used in lieu of an ILS PRM approach to conduct
approaches to parallel runways whose extended
centerlines are separated by less than 4,300 feet and
at least 3,000 feet, where simultaneous close parallel
approaches are permitted. Also used in lieu of an ILS
PRM and/or LDA PRM approach to conduct
Simultaneous Offset Instrument Approach (SOIA)
operations.

ARINC− An acronym for Aeronautical Radio, Inc.,
a corporation largely owned by a group of airlines.
ARINC is licensed by the FCC as an aeronautical
station and contracted by the FAA to provide
communications support for air traffic control and
meteorological services in portions of international
airspace.

ARMY AVIATION FLIGHT INFORMATION
BULLETIN− A bulletin that provides air operation
data covering Army, National Guard, and Army
Reserve aviation activities.

ARO−
(See AIRPORT RESERVATION OFFICE.)

ARRESTING SYSTEM− A safety device consisting
of two major components, namely, engaging or
catching devices and energy absorption devices for
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the purpose of arresting both tailhook and/or
nontailhook-equipped aircraft. It is used to prevent
aircraft from overrunning runways when the aircraft
cannot be stopped after landing or during aborted
takeoff. Arresting systems have various names; e.g.,
arresting gear, hook device, wire barrier cable.

(See ABORT.)
(Refer to AIM.)

ARRIVAL AIRCRAFT INTERVAL− An internally
generated program in hundredths of minutes based
upon the AAR. AAI is the desired optimum interval
between successive arrival aircraft over the vertex.

ARRIVAL CENTER− The ARTCC having jurisdic-
tion for the impacted airport.

ARRIVAL DELAY− A parameter which specifies a
period of time in which no aircraft will be metered for
arrival at the specified airport.

ARRIVAL SECTOR− An operational control sector
containing one or more meter fixes.

ARRIVAL SECTOR ADVISORY LIST− An
ordered list of data on arrivals displayed at the
PVD/MDM of the sector which controls the meter
fix.

ARRIVAL SEQUENCING PROGRAM− The auto-
mated program designed to assist in sequencing
aircraft destined for the same airport.

ARRIVAL TIME− The time an aircraft touches down
on arrival.

ARSR−
(See AIR ROUTE SURVEILLANCE RADAR.)

ARTCC−
(See AIR ROUTE TRAFFIC CONTROL
CENTER.)

ARTS−
(See AUTOMATED RADAR TERMINAL
SYSTEMS.)

ASDA−
(See ACCELERATE-STOP DISTANCE
AVAILABLE.)

ASDA [ICAO]−
(See ICAO Term ACCELERATE-STOP
DISTANCE AVAILABLE.)

ASDE−
(See AIRPORT SURFACE DETECTION
EQUIPMENT.)

ASF−
(See AIRPORT STREAM FILTER.)

ASLAR−
(See AIRCRAFT SURGE LAUNCH AND
RECOVERY.)

ASP−
(See ARRIVAL SEQUENCING PROGRAM.)

ASR−
(See AIRPORT SURVEILLANCE RADAR.)

ASR APPROACH−
(See SURVEILLANCE APPROACH.)

ASSOCIATED− A radar target displaying a data
block with flight identification and altitude
information.

(See UNASSOCIATED.)

ATC−
(See AIR TRAFFIC CONTROL.)

ATC ADVISES− Used to prefix a message of
noncontrol information when it is relayed to an
aircraft by other than an air traffic controller.

(See ADVISORY.)

ATC ASSIGNED AIRSPACE− Airspace of defined
vertical/lateral limits, assigned by ATC, for the
purpose of providing air traffic segregation between
the specified activities being conducted within the
assigned airspace and other IFR air traffic.

(See SPECIAL USE AIRSPACE.)

ATC CLEARANCE−
(See AIR TRAFFIC CLEARANCE.)

ATC CLEARS− Used to prefix an ATC clearance
when it is relayed to an aircraft by other than an air
traffic controller.

ATC INSTRUCTIONS− Directives issued by air
traffic control for the purpose of requiring a pilot to
take specific actions; e.g., “Turn left heading two five
zero,” “Go around,” “Clear the runway.”

(Refer to 14 CFR Part 91.)

ATC PREFERRED ROUTE NOTIFICATION−
URET notification to the appropriate controller of the
need to determine if an ATC preferred route needs to
be applied, based on destination airport.

(See ROUTE ACTION NOTIFICATION.)
(See USER REQUEST EVALUATION TOOL.)

ATC PREFERRED ROUTES− Preferred routes that
are not automatically applied by Host.
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ATC REQUESTS− Used to prefix an ATC request
when it is relayed to an aircraft by other than an air
traffic controller.

ATC SECURITY SERVICES − Communications
and security tracking provided by an ATC facility in
support of the DHS, the DOD, or other Federal
security elements in the interest of national security.
Such security services are only applicable within
designated areas. ATC security services do not
include ATC basic radar services or flight following.

ATC SECURITY SERVICES POSITION − The
position responsible for providing ATC security
services as defined. This position does not provide
ATC, IFR separation, or VFR flight following
services, but is responsible for providing security
services in an area comprising airspace assigned to
one or more ATC operating sectors. This position
may be combined with control positions.

ATC SECURITY TRACKING − The continuous
tracking of aircraft movement by an ATC facility in
support of the DHS, the DOD, or other security
elements for national security using radar (i.e., radar
tracking) or other means (e.g., manual tracking)
without providing basic radar services (including
traffic advisories) or other ATC services not defined
in this section.

ATCAA−
(See ATC ASSIGNED AIRSPACE.)

ATCRBS−
(See RADAR.)

ATCSCC−
(See AIR TRAFFIC CONTROL SYSTEM
COMMAND CENTER.)

ATCT−
(See TOWER.)

ATD−
(See ALONG−TRACK DISTANCE.)

ATIS−
(See AUTOMATIC TERMINAL INFORMATION
SERVICE.)

ATIS [ICAO]−
(See ICAO Term AUTOMATIC TERMINAL
INFORMATION SERVICE.)

ATS ROUTE [ICAO]− A specified route designed for
channeling the flow of traffic as necessary for the
provision of air traffic services.

Note: The term “ATS Route” is used to mean vari-
ously, airway, advisory route, controlled or
uncontrolled route, arrival or departure, etc.

ATTENTION ALL USERS PAGE (AAUP)- The
AAUP provides the pilot with additional information
relative to conducting a specific operation, for
example, PRM approaches and RNAV departures.

AUTOLAND APPROACH−An autoland system
aids by providing control of aircraft systems during
a precision instrument approach to at least decision
altitude and possibly all the way to touchdown, as
well as in some cases, through the landing rollout.
The autoland system is a sub-system of the autopilot
system from which control surface management
occurs. The aircraft autopilot sends instructions to the
autoland system and monitors the autoland system
performance and integrity during its execution.

AUTOMATED INFORMATION TRANSFER− A
precoordinated process, specifically defined in
facility directives, during which a transfer of altitude
control and/or radar identification is accomplished
without verbal coordination between controllers
using information communicated in a full data block.

AUTOMATED MUTUAL-ASSISTANCE VESSEL
RESCUE SYSTEM− A facility which can deliver, in
a matter of minutes, a surface picture (SURPIC) of
vessels in the area of a potential or actual search and
rescue incident, including their predicted positions
and their characteristics.

(See FAAO JO 7110.65, Para 10−6−4, INFLIGHT
CONTINGENCIES.)

AUTOMATED PROBLEM DETECTION (APD)−
An Automation Processing capability that compares
trajectories in order to predict conflicts.

AUTOMATED PROBLEM DETECTION
BOUNDARY (APB)− The adapted distance beyond
a facilities boundary defining the airspace within
which URET performs conflict detection.

(See USER REQUEST EVALUATION TOOL.)

AUTOMATED PROBLEM DETECTION IN-
HIBITED AREA (APDIA)− Airspace surrounding a
terminal area within which APD is inhibited for all
flights within that airspace.

AUTOMATED RADAR TERMINAL SYSTEMS
(ARTS)− A generic term for several tracking systems
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included in the Terminal Automation Systems (TAS).
ARTS plus a suffix roman numeral denotes a major
modification to that system.

a. ARTS IIIA. The Radar Tracking and Beacon
Tracking Level (RT&BTL) of the modular,
programmable automated radar terminal system.
ARTS IIIA detects, tracks, and predicts primary as
well as secondary radar-derived aircraft targets. This
more sophisticated computer-driven system up-
grades the existing ARTS III system by providing
improved tracking, continuous data recording, and
fail-soft capabilities.

b. Common ARTS. Includes ARTS IIE, ARTS
IIIE; and ARTS IIIE with ACD (see DTAS) which
combines functionalities of the previous ARTS
systems.

c. Programmable Indicator Data Processor
(PIDP). The PIDP is a modification to the
AN/TPX−42 interrogator system currently installed
in fixed RAPCONs. The PIDP detects, tracks, and
predicts secondary radar aircraft targets. These are
displayed by means of computer−generated symbols
and alphanumeric characters depicting flight identifi-
cation, aircraft altitude, ground speed, and flight plan
data. Although primary radar targets are not tracked,
they are displayed coincident with the secondary
radar targets as well as with the other symbols and
alphanumerics. The system has the capability of
interfacing with ARTCCs.

AUTOMATED WEATHER SYSTEM− Any of the
automated weather sensor platforms that collect
weather data at airports and disseminate the weather
information via radio and/or landline. The systems
currently consist of the Automated Surface Observ-
ing System (ASOS), Automated Weather Sensor
System (AWSS) and Automated Weather Observa-
tion System (AWOS).

AUTOMATED UNICOM− Provides completely
automated weather, radio check capability and airport
advisory information on an Automated UNICOM
system. These systems offer a variety of features,
typically selectable by microphone clicks, on the
UNICOM frequency. Availability will be published
in the Airport/Facility Directory and approach charts.

AUTOMATIC ALTITUDE REPORT−
(See ALTITUDE READOUT.)

AUTOMATIC ALTITUDE REPORTING− That
function of a transponder which responds to Mode C

interrogations by transmitting the aircraft’s altitude
in 100-foot increments.

AUTOMATIC CARRIER LANDING SYSTEM−
U.S. Navy final approach equipment consisting of
precision tracking radar coupled to a computer data
link to provide continuous information to the aircraft,
monitoring capability to the pilot, and a backup
approach system.

AUTOMATIC DEPENDENT SURVEILLANCE
(ADS) [ICAO]− A surveillance technique in which
aircraft automatically provide, via a data link, data
derived from on−board navigation and position
fixing systems, including aircraft identification, four
dimensional position and additional data as
appropriate.

AUTOMATIC DEPENDENT SURVEILLANCE−
BROADCAST (ADS-B)− A surveillance system in
which an aircraft or vehicle to be detected is fitted
with cooperative equipment in the form of a data link
transmitter. The aircraft or vehicle periodically
broadcasts its GPS−derived position and other
information such as velocity over the data link, which
is received by a ground−based transmitter/receiver
(transceiver) for processing and display at an air
traffic control facility.

(See GLOBAL POSITIONING SYSTEM.)
(See GROUND−BASED TRANSCEIVER.)

AUTOMATIC DEPENDENT SURVEILLANCE−
CONTRACT (ADS−C)− A data link position
reporting system, controlled by a ground station, that
establishes contracts with an aircraft’s avionics that
occur automatically whenever specific events occur,
or specific time intervals are reached.

AUTOMATIC DIRECTION FINDER− An aircraft
radio navigation system which senses and indicates
the direction to a L/MF nondirectional radio beacon
(NDB) ground transmitter. Direction is indicated to
the pilot as a magnetic bearing or as a relative bearing
to the longitudinal axis of the aircraft depending on
the type of indicator installed in the aircraft. In certain
applications, such as military, ADF operations may
be based on airborne and ground transmitters in the
VHF/UHF frequency spectrum.

(See BEARING.)
(See NONDIRECTIONAL BEACON.)

AUTOMATIC FLIGHT INFORMATION
SERVICE (AFIS) − ALASKA FSSs ONLY− The
continuous broadcast of recorded non−control
information at airports in Alaska where a FSS
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provides local airport advisory service. The AFIS
broadcast automates the repetitive transmission of
essential but routine information such as weather,
wind, altimeter, favored runway, breaking action,
airport NOTAMs, and other applicable information.
The information is continuously broadcast over a
discrete VHF radio frequency (usually the ASOS/
AWSS/AWOS frequency.)

AUTOMATIC TERMINAL INFORMATION
SERVICE− The continuous broadcast of recorded
noncontrol information in selected terminal areas. Its
purpose is to improve controller effectiveness and to
relieve frequency congestion by automating the
repetitive transmission of essential but routine
information; e.g., “Los Angeles information Alfa.
One three zero zero Coordinated Universal Time.
Weather, measured ceiling two thousand overcast,
visibility three, haze, smoke, temperature seven one,
dew point five seven, wind two five zero at five,
altimeter two niner niner six. I-L-S Runway Two Five
Left approach in use, Runway Two Five Right closed,
advise you have Alfa.”

(See ICAO term AUTOMATIC TERMINAL
INFORMATION SERVICE.)

(Refer to AIM.)

AUTOMATIC TERMINAL INFORMATION
SERVICE [ICAO]− The provision of current, routine
information to arriving and departing aircraft by
means of continuous and repetitive broadcasts
throughout the day or a specified portion of the day.

AUTOROTATION− A rotorcraft flight condition in
which the lifting rotor is driven entirely by action of
the air when the rotorcraft is in motion.

a. Autorotative Landing/Touchdown Autorota-
tion. Used by a pilot to indicate that the landing will
be made without applying power to the rotor.

b. Low Level Autorotation. Commences at an
altitude well below the traffic pattern, usually below
100 feet AGL and is used primarily for tactical
military training.

c. 180 degrees Autorotation. Initiated from a
downwind heading and is commenced well inside the
normal traffic pattern. “Go around” may not be
possible during the latter part of this maneuver.

AVAILABLE LANDING DISTANCE (ALD)− The
portion of a runway available for landing and roll-out
for aircraft cleared for LAHSO. This distance is
measured from the landing threshold to the
hold-short point.

AVIATION WEATHER SERVICE− A service
provided by the National Weather Service (NWS) and
FAA which collects and disseminates pertinent
weather information for pilots, aircraft operators, and
ATC. Available aviation weather reports and
forecasts are displayed at each NWS office and FAA
FSS.

(See EN ROUTE FLIGHT ADVISORY
SERVICE.)

(See TRANSCRIBED WEATHER BROADCAST.)
(See WEATHER ADVISORY.)
(Refer to AIM.)

AWW−
(See SEVERE WEATHER FORECAST
ALERTS.)
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G
GATE HOLD PROCEDURES− Procedures at
selected airports to hold aircraft at the gate or other
ground location whenever departure delays exceed or
are anticipated to exceed 15 minutes. The sequence
for departure will be maintained in accordance with
initial call−up unless modified by flow control
restrictions. Pilots should monitor the ground
control/clearance delivery frequency for engine
start/taxi advisories or new proposed start/taxi time
if the delay changes.

GBT−
(See GROUND−BASED TRANSCEIVER.)

GCA−
(See GROUND CONTROLLED APPROACH.)

GDP−
(See GROUND DELAY PROGRAM.)

GENERAL AVIATION− That portion of civil
aviation that does not include scheduled or
unscheduled air carriers or commercial space
operations.

(See ICAO term GENERAL AVIATION.)

GENERAL AVIATION [ICAO]− All civil aviation
operations other than scheduled air services and
nonscheduled air transport operations for remunera-
tion or hire.

GEO MAP− The digitized map markings associated
with the ASR-9 Radar System.

GLIDEPATH−
(See GLIDESLOPE.)

GLIDEPATH [ICAO]− A descent profile determined
for vertical guidance during a final approach.

GLIDEPATH INTERCEPT ALTITUDE−
(See GLIDESLOPE INTERCEPT ALTITUDE.)

GLIDESLOPE− Provides vertical guidance for
aircraft during approach and landing. The glideslope/
glidepath is based on the following:

a. Electronic components emitting signals which
provide vertical guidance by reference to airborne
instruments during instrument approaches such as
ILS/MLS, or

b. Visual ground aids, such as VASI, which
provide vertical guidance for a VFR approach or for
the visual portion of an instrument approach and
landing.

c. PAR. Used by ATC to inform an aircraft making
a PAR approach of its vertical position (elevation)
relative to the descent profile.

(See ICAO term GLIDEPATH.)

GLIDESLOPE INTERCEPT ALTITUDE− The
published minimum altitude to intercept the
glideslope in the intermediate segment of an
instrument approach.  Government charts use the
lightning bolt symbol to identify this intercept point.
This intersection is called the Precise Final Approach
fix (PFAF). ATC directs a higher altitude, the
resultant intercept becomes the PFAF.

(See FINAL APPROACH FIX.)
(See SEGMENTS OF AN INSTRUMENT
APPROACH PROCEDURE.)

GLOBAL NAVIGATION SATELLITE SYSTEM
(GNSS) [ICAO]− GNSS refers collectively to the
worldwide positioning, navigation, and timing
determination capability available from one or more
satellite constellation in conjunction with a network
of ground stations.

GLOBAL NAVIGATION SATELLITE SYSTEM
MINIMUM EN ROUTE IFR ALTITUDE (GNSS
MEA)− The minimum en route IFR altitude on a
published ATS route or route segment which assures
acceptable Global Navigation Satellite System
reception and meets obstacle clearance requirements.
(Refer to 14 CFR Part 91.)
(Refer to 14 CFR Part 95.)

GLOBAL POSITIONING SYSTEM (GPS)− GPS
refers to the worldwide positioning, navigation
and timing determination capability available
from the U.S. satellite constellation.  The service
provided by GPS for civil use is defined in the
GPS Standard Positioning System Performance
Standard.  GPS is composed of space, control,
and user elements.

GNSS [ICAO]−
(See GLOBAL NAVIGATION SATELLITE
SYSTEM.)
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GNSS MEA−
(See GLOBAL NAVIGATION SATELLITE
SYSTEM MINIMUM EN ROUTE IFR
ALTITUDE.)

GO AHEAD− Proceed with your message. Not to be
used for any other purpose.

GO AROUND− Instructions for a pilot to abandon
his/her approach to landing. Additional instructions
may follow. Unless otherwise advised by ATC, a
VFR aircraft or an aircraft conducting visual
approach should overfly the runway while climbing
to traffic pattern altitude and enter the traffic pattern
via the crosswind leg. A pilot on an IFR flight plan
making an instrument approach should execute the
published missed approach procedure or proceed as
instructed by ATC; e.g., “Go around” (additional
instructions if required).

(See LOW APPROACH.)
(See MISSED APPROACH.)

GPD−
(See GRAPHIC PLAN DISPLAY.)

GPS−
(See GLOBAL POSITIONING SYSTEM.)

GRAPHIC PLAN DISPLAY (GPD)− A view
available with URET that provides a graphic display
of aircraft, traffic, and notification of predicted
conflicts. Graphic routes for Current Plans and Trial
Plans are displayed upon controller request.

(See USER REQUEST EVALUATION TOOL.)

GROSS NAVIGATION ERROR (GNE) − A lateral
deviation from a cleared track, normally in excess of
25 Nautical Miles (NM).  More stringent standards
(for example, 10NM in some parts of the North
Atlantic region) may be used in certain regions to
support reductions in lateral separation.

GROUND−BASED TRANSCEIVER (GBT)− The
ground−based transmitter/receiver (transceiver) re-
ceives automatic dependent surveillance−broadcast
messages, which are forwarded to an air traffic
control facility for processing and display with other
radar targets on the plan position indicator (radar
display).

(See AUTOMATIC DEPENDENT
SURVEILLANCE-BROADCAST.)

GROUND CLUTTER− A pattern produced on the
radar scope by ground returns which may degrade
other radar returns in the affected area. The effect of

ground clutter is minimized by the use of moving
target indicator (MTI) circuits in the radar equipment
resulting in a radar presentation which displays only
targets which are in motion.

(See CLUTTER.)

GROUND COMMUNICATION OUTLET (GCO)−
An unstaffed, remotely controlled, ground/ground
communications facility. Pilots at uncontrolled
airports may contact ATC and FSS via VHF to a
telephone connection to obtain an instrument
clearance or close a VFR or IFR flight plan. They may
also get an updated weather briefing prior to takeoff.
Pilots will use four “key clicks” on the VHF radio to
contact the appropriate ATC facility or six “key
clicks” to contact the FSS. The GCO system is
intended to be used only on the ground.

GROUND CONTROLLED APPROACH− A radar
approach system operated from the ground by air
traffic control personnel transmitting instructions to
the pilot by radio. The approach may be conducted
with surveillance radar (ASR) only or with both
surveillance and precision approach radar (PAR).
Usage of the term “GCA” by pilots is discouraged
except when referring to a GCA facility. Pilots should
specifically request a “PAR” approach when a
precision radar approach is desired or request an
“ASR” or “surveillance” approach when a nonpreci-
sion radar approach is desired.

(See RADAR APPROACH.)

GROUND DELAY PROGRAM (GDP)− A traffic
management process administered by the ATCSCC;
when aircraft are held on the ground. The purpose of
the program is to support the TM mission and limit
airborne holding. It is a flexible program and may be
implemented in various forms depending upon the
needs of the AT system. Ground delay programs
provide for equitable assignment of delays to all
system users.

GROUND SPEED− The speed of an aircraft relative
to the surface of the earth.

GROUND STOP (GS)− The GS is a process that
requires aircraft that meet a specific criteria to remain
on the ground.  The criteria may be airport specific,
airspace specific, or equipment specific; for example,
all departures to San Francisco, or all departures
entering Yorktown sector, or all Category I and II
aircraft going to Charlotte.  GSs normally occur with
little or no warning.
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GROUND VISIBILITY−
(See VISIBILITY.)

GS−
(See GROUND STOP.)
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